Anser™ U2

The world's smallest inkjet printer, with colossal features... -
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Low Cost

Turn-key Solution
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ANSER U2 INKJET PRINTER Maintenance Free

All in one design:
Print Head
Ink Cartridge
Print Screen
Controller

Prints on:
- Cardboard
- Plastics
- PVC
- Steel
- And much more!

Functional, Practical, and Beneficial

Delivers superior printing performance at an amazing low price. Double efficiency by using on
both primary and secondary packaging. Vertical or horizontal stationary printing mount.

Subjected to 8 Reliability Test Categories for over 960 hours of environmental, temperature,
humidity, and electrical variations testing.

Prints up to four lines of text, custom logos, and barcodes. Replacing traditional box coders, rollers,
and inkjet printers. This is the tool to develop, enhance, and grow business.

lk.let, Inc.

InkJet, Inc. — 11111 InkJet Way — Willis, TX 77378
T: 1-936-856-6600 or 1-800-280-3245
F: 1-936-856-4524 - E: sales@jinkjetinc.com
www.inkjetinc.com

An ISO 9001:2008 Certified Company




Multi-level password protection

5 indicators: Alarm, Ink Low, Print, Run, Remote on/off

LOG reporting for additional security

Plug-n-Print
- “Hot Swap” Print Cartridges
- No downtime or maintenance

600 DPI
- Available in Standard and HD models
- 2X resolution
- Built in Photocell

Variety of Ink Selections Speciﬁcations
- Porous Languages
- Semi-Porous - English, Chinese, Japanese, French, German,
- Non-porous Spanish, Portuguese, and Russian

Printing Capabilities

Conveyor Speed
-Text - 250 feet/minute at 300 DPI horizontal resolution
- Barcodes
- Logos
- Counter Message Storage
- Expiration Date - Store up to 999 messages on SD.card
- Date/time, Shift, and Lot-box codes - SD card acts as data backup device
- 4 Lines of Print: 0.5 height maximum
with variable line heights Power Supply

InkJet, Inc.
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-AC 100V~240V, 50/60Hz, 1.6A
I’I & - Maximum power consumption: 60 watts

Installation
- Standard side/downside printing brackets
- Distance to print surface: 0.25” or less (6 mm)

ANSER CODING INC. continuously pursues the improvement of the product design.
Specifications are subject to change without prior notice.




